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5. Conferencing Phone Manager (CPM)5. Conferencing Phone Manager (CPM)5. Setting5. Setting

NT700 has following 2 method for settingNT700 has following 2 method for setting

• Setting by using CPM.
• Setting by using NT700 unit• Setting by using NT700 unit.



5-1. Setting by using CPM5-1. Setting by using CPM
Easy setting

Maintenance Tab

Select Unit settings for setting mode
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Operation Mode
5-1. Setting by using CPM5-1. Setting by using CPM

Select Operation Mode to connect  the Line 

Chọn IP-PBX



Basic Settings
5-1. Setting by using CPM5-1. Setting by using CPM

Supported Languages
English (US)

English (UK)g ( )

Canadian French

Spanish

Italian

GGerman

French

Dutch

Portuguese



Line Selection
5-1. Setting by using CPM5-1. Setting by using CPM

Select Line User can select IP Line or TEL Line. 

These are used for outgoing call.

chọn IP-TEL



TEL Settings
5-1. Setting by using CPM5-1. Setting by using CPM

TEL Line settings for calling. 



IP Network Settings
5-1. Setting by using CPM5-1. Setting by using CPM

IP Address for NT700. 

Chọn IP LAN Local hoặc
Chọn DHCP



Signaling Protocol Settings
5-1. Setting by using CPM5-1. Setting by using CPM

Extension No. for NT700 in PBX.

IP Address for PBX or Server.

User
PW



VoIP Settings
5-1. Setting by using CPM5-1. Setting by using CPM

VoIP Settings for NT700.



QoS Settings
5-1. Setting by using CPM5-1. Setting by using CPM

QoS Settings for NT700.



System Options
5-1. Setting by using CPM5-1. Setting by using CPM

System Options

to reset the data



Restart
5-1. Setting by using CPM5-1. Setting by using CPM

Click here to restart



5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit
Changing the Language

Determines the display language.Determines the display language.
Use the following procedure to change the language.Use the following procedure to change the language.

Basic Setting
1. Press [MENU]1. Press [MENU]
2. Select “Basic Settings”2. Select “Basic Settings”, then press [F3](SELECT), then press [F3](SELECT)
3. 3. Select “Language”, then press [F3](SELECT)Select “Language”, then press [F3](SELECT)
4. Press [  ] or [  ] repeatedly to select the desired4. Press [  ] or [  ] repeatedly to select the desired

languagelanguage

SELECTLINEBACK

Basic Setting

language.language.
5. Press [F3](SAVE)5. Press [F3](SAVE)
6. Press [MENU]6. Press [MENU]

Note) Available settingsNote) Available settingsNote) Available settingsNote) Available settings
English (US) : default
Spanish
French
Canadian French
ItalianSAVEBACK

English (US)
Language

Dutch
Portuguese
German 
English (UK)



Setting the Date & Time
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

The date and time are shown on the display in standbyThe date and time are shown on the display in standby
mode, and are displayed when playing conversations mode, and are displayed when playing conversations 

Basic Setting
that were recorded to an SD memory card.that were recorded to an SD memory card.
1. Press [MENU]1. Press [MENU]
2. Select “Basic Settings”, then press [F3](SELECT)2. Select “Basic Settings”, then press [F3](SELECT)
3. Select “Date & Time”3. Select “Date & Time”, then press [F3](SELECT), then press [F3](SELECT)
4 Using keypad enter 2 digits each for year month4 Using keypad enter 2 digits each for year month

SELECTLINEBACK

Basic Setting

4. Using keypad, enter 2 digits each for year, month, 4. Using keypad, enter 2 digits each for year, month, 
day of the month, hour (24day of the month, hour (24--hour format), and minute.hour format), and minute.
Example: To enter “Mar. 31, 2010, 1:55 PM”, pressExample: To enter “Mar. 31, 2010, 1:55 PM”, press
[1003311355][1003311355]

5. Press [F3](SAVE)5. Press [F3](SAVE)5. Press [F3](SAVE)5. Press [F3](SAVE)
6. Press [MENU]6. Press [MENU]

Note) You can select 12Note) You can select 12--hour or 24hour or 24--hour time displayhour time display
“Basic Settings” => “Time Format”“Basic Settings” => “Time Format”SAVE><

Date  &  Time
Date    2010. 03. 31
Time   13: 55



IP Network Setting (DHCP)
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

You can select IP address mode: DHCP or StaticYou can select IP address mode: DHCP or Static
DHCP for Automatic AssignmentDHCP for Automatic Assignment
Static for Manual AssignmentStatic for Manual AssignmentIP Network

S tti Static for Manual AssignmentStatic for Manual Assignment
1. Press [MENU]1. Press [MENU]
2. Select “IP Network Settings”, then press 2. Select “IP Network Settings”, then press 

[F3](SELECT)[F3](SELECT)
3. Select “IP Address Mode”3. Select “IP Address Mode”, then press [F3](SELECT), then press [F3](SELECT)

SELECTLINEBACK

Settings

4. Select “DHCP”4. Select “DHCP”
5. Press [F3](SAVE)5. Press [F3](SAVE)
6. Press [MENU]6. Press [MENU]

Note) If this setting is changed the unit must beNote) If this setting is changed the unit must beNote) If this setting is changed, the unit must be Note) If this setting is changed, the unit must be 
restarted before the new setting becomes restarted before the new setting becomes 
effective.effective.
To confirm the IP address, pressTo confirm the IP address, press
[MENU] => [Show IP Address] => [F3](SELECT)[MENU] => [Show IP Address] => [F3](SELECT)SAVEBACK

DHCP
IP Address Mode



IP Network Setting (Static)
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

You can select IP address mode: DHCP or StaticYou can select IP address mode: DHCP or Static
DHCP for Automatic AssignmentDHCP for Automatic Assignment
Static for Manual AssignmentStatic for Manual Assignment

1. Press [MENU]1. Press [MENU]
IP Network

S tti 2. Select “IP Network Settings”, then press 2. Select “IP Network Settings”, then press 
[F3](SELECT)[F3](SELECT)

3. Select “IP Address Mode”3. Select “IP Address Mode”, then press [F3](SELECT), then press [F3](SELECT)
4. Select “Static”, then press [F3](SAVE)4. Select “Static”, then press [F3](SAVE)
5. Select “IP Address”, then press [F3](SELECT)5. Select “IP Address”, then press [F3](SELECT)

SELECTLINEBACK

Settings

5. Select IP Address , then press [F3](SELECT)5. Select IP Address , then press [F3](SELECT)
6. Enter the IP address to be assigned to the unit, 6. Enter the IP address to be assigned to the unit, 

then press [F3](SAVE)then press [F3](SAVE)
7. Select “Subnet Mask”, then press [F3](SELECT)7. Select “Subnet Mask”, then press [F3](SELECT)
8. Enter the subnet mask, then press [F3](SAVE)8. Enter the subnet mask, then press [F3](SAVE)
9. Select “Default Gateway”, then press [F3](SELECT)9. Select “Default Gateway”, then press [F3](SELECT)
10. Enter the IP address of the default gateway, then 10. Enter the IP address of the default gateway, then 

press [F3](SAVE)press [F3](SAVE)
11. Press [MENU]11. Press [MENU]

192.168.0.2
IP Address

SAVE><

Note) If this setting is changed, the unit must be Note) If this setting is changed, the unit must be 
restarted before the new setting becomes restarted before the new setting becomes 
effective.effective.
To confirm the IP address, pressTo confirm the IP address, press
[MENU] => [Show IP Address] => [F3](SELECT)[MENU] => [Show IP Address] => [F3](SELECT)[MENU] => [Show IP Address] => [F3](SELECT)[MENU] => [Show IP Address] => [F3](SELECT)



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

To use the unit as a SIP extension of the IPTo use the unit as a SIP extension of the IP--PBX, the PBX, the 
Protocol

unit must be registered as a SIP extension through unit must be registered as a SIP extension through 
PBX programming, the “Operation Mode” setting must PBX programming, the “Operation Mode” setting must 
be set to “IPbe set to “IP--PBX”, and the following setting must be PBX”, and the following setting must be 
set to match the settings of the IPset to match the settings of the IP--PBX.PBX.
1 Press [MENU]1 Press [MENU]

SELECTLINEBACK

Settings

1. Press [MENU]1. Press [MENU]
2. Select “Protocol Settings”, then press [F3](SELECT)2. Select “Protocol Settings”, then press [F3](SELECT)
3. Select “SIP Ext. No.”3. Select “SIP Ext. No.”, then press [F3](SELECT), then press [F3](SELECT)
4. Enter the unit’s extension number (max. 4. Enter the unit’s extension number (max. 3232 digits), digits), 

then press [F3](SAVE)then press [F3](SAVE)then press [F3](SAVE)then press [F3](SAVE)

10001
SIP Ext. No.

SAVE><



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP Password

5. Select “SIP Password”, then press [F3](SELECT)5. Select “SIP Password”, then press [F3](SELECT)
6. Press [F3](EDIT)6. Press [F3](EDIT)

SELECTBACK

SIP Password

7. Enter the password (max. 32 characters), then press 7. Enter the password (max. 32 characters), then press 
[ENTER][ENTER]

Press [F3](CHAR) to switch between numeric and Press [F3](CHAR) to switch between numeric and 
alphabet entry modes.alphabet entry modes.
P [*] t h b t dP [*] t h b t dPress [*] to change between uppercase and Press [*] to change between uppercase and 
lowercase character entry.lowercase character entry.

AabC5486
Password             [1234]

CHAR><



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP USER
D i N

8 Select “SIP user Domain Name” Then press8 Select “SIP user Domain Name” Then press

SELECTBACK

Domain Name

8. Select SIP user Domain Name . Then press 8. Select SIP user Domain Name . Then press 
[F3](SELECT)[F3](SELECT)

9. Enter the IP address of the IP9. Enter the IP address of the IP--PBX, then press PBX, then press 
[F3](SAVE)[F3](SAVE)

192.168.0.101
Domain

SAVE><



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP Proxy Server

SELECTBACK

y
IP Address

10. Select “SIP Proxy Server IP address”, then press 10. Select “SIP Proxy Server IP address”, then press 
[F3](SELECT)[F3](SELECT)

11. 11. Enter the IP address of the IPEnter the IP address of the IP--PBX, then press PBX, then press 
[F3](SAVE)[F3](SAVE)

192.168.0.101
Proxy IP

SAVE><



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP Proxy Server

SELECTBACK

y
Port Number

12. Select “SIP Proxy Server Port Number”, then press 12. Select “SIP Proxy Server Port Number”, then press 
[F3](SELECT)[F3](SELECT)

13. Enter SIP port number of the PBX or SIP proxy 13. Enter SIP port number of the PBX or SIP proxy 
server, then press [F3](SAVE)server, then press [F3](SAVE)

5060
Proxy Port

SAVE><

(1024
- 50999)



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP Registrar

14. Select “SIP Registrar IP Address”, then press 14. Select “SIP Registrar IP Address”, then press 
[F3](SELECT)[F3](SELECT)

SELECTBACK

g
IP Address

[F3](SELECT)[F3](SELECT)
15. Enter the IP address of the IP15. Enter the IP address of the IP--PBX, then press PBX, then press 

[F3](SAVE)[F3](SAVE)

192.168.0.101
Registrar IP

SAVE><



SIP Settings for connecting to IP-PBX
5-2. Setting by using NT700 unit5-2. Setting by using NT700 unit

SIP Registrar

16. Select “SIP Registrar Port Number”, then press 16. Select “SIP Registrar Port Number”, then press 
[F3](SELECT)[F3](SELECT)

SELECTBACK

g
Port Number

17. Enter the SIP port number of the IP17. Enter the SIP port number of the IP--PBX or SIP PBX or SIP 
registrar server, then press [F3](SAVE)registrar server, then press [F3](SAVE)

18. Press [MENU]18. Press [MENU]
Note) If this setting is changed, the unit must be Note) If this setting is changed, the unit must be 

restarted before the new setting becomesrestarted before the new setting becomesrestarted before the new setting becomes restarted before the new setting becomes 
effective.effective.

5060
Registrar Port

SAVE><

(1024
- 50999)



6 A di6. Appendix




